
    
        
            
                
                    
                

                                
                    
                    
					
                        [image: guarantee]
                        [image: cart]
                        0 items in cart
                         | show cart
                    

                
				
				

                
            

        

    


    
        

            
                     
   
        ×
        	Home
	Products
	Using Cleverscope
                	Tours
	Useful Stuff
	CS448 Videos
	Frequency Response Analyser
	Maths
	Streaming Capture
	Protocol Decode


            
	Downloads
	Forum
	Contact Us
	More about Cleverscope
                	Distributors
	Our People
	News
	Terms of Access
	Money Back Guarantee
	Warranty


            
	Testimonials


    

    
        	Home
                
	Products
                
	Using Cleverscope
                	Tours
	Useful Stuff
	CS448 Videos
	Frequency Response Analyser
	Maths
	Streaming Capture
	Protocol Decode


            
	Downloads
                
	Forum
                
	Contact Us
                
	More about Cleverscope
                	Distributors
	Our People
	News
	Terms of Access
	Money Back Guarantee
	Warranty


            
	Testimonials
                


    



            


            
                Calibration

                                
                
                
                    











Calibration, a forum discussion on Cleverscope Mixed Signal USB Oscilloscopes. Join us for more discussions on Calibration on our Interesting Questions forum.
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      Bart,  


I have a CS328A that after upgrading to Ethernet comms will no longer calibrate.


This probably has nothing to do with the upgrade.




I note that channel A has an offset. The zero input is now somewhere between 10 and 20 volts depending upon the input scaling.




This offset does not change with the switching of the AC/DC probe input.




Would an Annual Calibration solve this problem as i note that the calibration table storage has been changed along the way in the life (some 6 years) of my two scope units.




If not the process any suggestions on what I might try before returning them?




Roger
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      	Labview Document.pdf (18.9KB)
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      Hello Roger,


If it has been 6 years, then yes - we have made some major changes to the calibration system. 


I'd be upgrading theapplication and firmware to the latest, and then doing a once yearly calibration followed by a standard calibration. That will write the new version of the calibration table to the unit. 




To upgrade the firmware, get the latest update from the downloads page, and follow the instructions. Rom Loader should find the unit, provided it is the only connected cleverscope. 




Follow the instructions on the once yearly and standard calibration tabs.




Good luck - and let us know how you go. 
      

      
      
      
      Hello Roger,
If it has been 6 years, then yes - we have made some major changes to the calibration system. 
I'd be upgrading theapplication and firmware to the latest, and then doing a once yearly calibration followed by a standard calibration. That will write the new version of the calibration table to the unit. 

To upgrade the firmware, get the latest update from the downloads page, and follow the instructions. Rom Loader should find the unit, provided it is the only connected cleverscope. 

Follow the instructions on the once yearly and standard calibration tabs.

Good luck - and let us know how you go. 

    


    

        
        
        
        


  






	Back to Forum Index : Back to Interesting Questions	
  [image: RSS]





  You must be logged in to post a reply















You need to Register or Log In before posting on these forums.








 
                
                 
           
       
          
        


    

    
        
            
                HomeProductsDownloadsForumContact UsSubscribeTestimonialsSearchSitemapPrivacy Policy
		
				
				
            

            © 2005 - 2024 Cleverscope Ltd | Privacy Policy| Terms Of Access

        

    

	
	
×

    Your shopping cart is empty.

    








    
    








